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Environment One Grinder Pump Feature ldentification

1. GRINDER PUMP BASIN — High density polyethylene (HDPE).

2. ACCESSWAY COVER - FRP

3. ELECTRICAL QUICK DISCONNECT (EQD) — Cable from pump core terminates here.
4. POWER AND ALARM CABLE - Circuits to be installed in accordance with local codes.

5. ALARM PANEL — NEMA 4X enclosure. Equipped with circuit breakers. Locate according to local
codes.

6. ALARM DEVICE — Every installation is to have an alarm device to alert the homeowner of a
potential malfunction. Visual devices should be placed in very conspicuous locations.

7. INLET — EPDM grommet (4.5" ID). For 4.5" OD DWV pipe.
8. WET WELL VENT — 2.0" tank vent, supplied by factory in units with accessways.
9. GRAVITY SERVICE LINE - 4" DWYV, (4.5" OD). Supplied by others.

9a. STUB-OUT — 4" X 5' Long watertight stub-out, to be installed at time of burial unless the gravity
service line is connected during installation. Supplied by others.

10. DISCHARGE VALVE - 1-1/4" Female pipe thread.
11. DISCHARGE LINE — 1-1/4" Nominal pipe size. Supplied by others.

12. CONCRETE ANCHOR - See Ballast Calculations for specific weight for station height. Supplied by
others.

13. BEDDING MATERIAL — 6" minimum depth, round aggregate, (gravel). Supplied by others.
14. FINISHED GRADE - Grade line to be 1" to 4” below removable lid and slope away from the station.
15. VENT - Indoor installation. See section 6, Venting, on page 6.

16. VALVE - Full ported ball valve. Recommended option; for use during service operations. Supplied by
others.

17. CONDUIT — 1" or 1-1/4", material and burial depth as required per national and local codes.
Conduit must enter panel from bottom and be sealed per NEC section 300.5 & 300.7. Supplied by
others.

18. UNION — 1-1/4" or compression type coupling. Supplied by others. (Do not use rubber sleeve and
hose clamp type coupling.)

19. VALVE - Ball valve, must provide a full-ported 1-1/4" round passage when open. Supplied by others.

20. REBAR — Required to lift tank after ballast (concrete anchor) has been attached, 4 places, evenly

spaced around tank.
2












The most highly
recommended method of
backfilling is to surround the
unit to grade using Class | or
Class Il backfill material as
defined in ASTM 2321. Class
1A and Class 1B are
recommended where frost
heave is a concern, Class 1B
iSs a better choice when the
native soil is sand or if a high,
fluctuating water table is
expected. Class I, angular
crushed stone offers an added
benefit in that it needs minimal
compaction. Class Il, naturally
rounded stone, may require
more compactive effort, or
tamping, to achieve the proper
density.

If the native soil condition
consist of clean compactible
soil, with less than 12% fines,
free of ice, rocks, roots, and
organic material it may be an
acceptable backfill. Such soil
must be compacted in lifts not
to exceed one foot to reach a
final Proctor Density of
between 85% and 90%. Non-
compactable clays and silts are
not suitable backfill for this or
any underground structure
such as inlet or discharge lines.
If you are unsure of the
consistency of the native soil it
is recommended that a
geotechnical evaluation of the
material be obtained before
specifying backfill.

Another option is the use of a
flowable fill (i.e., low slump
concrete). This is particularly
attractive when installing
grinder pump stations in
augured holes where tight
clearances make it difficult to
assure proper backfilling and
compaction with dry materials.
Flowable fills should not be
dropped with more than four
feet between the discharge
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nozzle and the bottom of the
hole since this can cause
separation of the constituent
materials.

6. VENTING: The unit must
be properly vented to assure
correct operation of the pump.
If you have an indoor unit it can
be vented through the 2" port
supplied at the top of the wet
well or through the incoming
sewer line with a 2" pipe (the
vent must be within four feet of
the grinder pump, and before
the first change of direction
fitting).

The outdoor units are
supplied with a vent pipe from
the wet well to the top of the
accessway.

Failure to properly ventthe
tank will result in faulty
operation and will void the
warranty.

7. ELECTRICAL
CONNECTION: (Supply
panel to E/One Alarm Panel)
Before proceeding verify that
the service voltage is the same
as the motor voltage shown on

the name plate. An alarm
device is to be installed in a
conspicuous location where it
can be readily seen by the
home owner. An alarm device
is required on every installation.
There shall be no exceptions.

Wiring of supply panel and
alarm panel shall be per figures
2a and 2b, Alarm Panel wiring
diagrams and local codes.

8. ELECTRICAL
CONNECTION: (Pump to
Panel) (Fig. 4) The grinder
pump station is provided with a
cable for connection between
the station and the alarm panel
called the supply cable. The
supply cable is shipped inside
the station with a small portion
fed through the cable connector
mounted on the wall of the
fiberglass shroud. The supply
cable, a six conductor tray
cable, meets NEC
requirements for direct burial
as long as a minimum of 24"
burial depth is maintained.
Those portions of the cable
which have less than 24" of

FILL TO GRADE WITH CLEAN, COMPACTABLE BACKFILL, SUCH AS

PEA GRAVEL OR CRUSHED STONE, 1/8" - 3/4" IN SIZE.
CLAY OR SILTS ARE NOT ACCEPTABLE BACKFILL.
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cover must be contained in
suitable conduit. This includes
the vertical portion dropping to
a 24" depth at the station and
the length rising out of the
ground at the control panel.
NOTE: Wiring must be
installed per national and local
codes. Conduit must enter
panel from bottom and be
sealed per NEC section 300.5
& 300.7.

8a. Procedureforinstalling
E/One supply cable:

1) Open the lid of the station,
Locate the cable and the feed-
thru connector on the wall of
the shroud. If the station has a
field joint and was delivered in
two pieces be sure the 2 halves
of the EQD are securely
assembled together. Loosen
the nut on the connector and
pull the supply cable out
through the connector until it
hits the crimped on stop feature
on the cable, approximately 24"
from the EQD. *IMPORTANT:
All but 24" of the cable must be
pulled out of the station, and the

Figure 4

portion of the cable between the
EQD and the molded in cable
breather should be secured in
the hook provided to ensure
that the pump functions
properly. Do not leave the
excess cablein the station.

2) Retighten the nut. This
connection must be tight or
ground water will enter the
station.

3) Feed the wire through the
length of conduit (contractor
provided) which will protect it
until it is below the 24" burial
depth.

4) Position the conduit
vertically below the cable
connector along side of the
station reaching down into the
burial depth. Attach the small
fiberglass guard (protective
shroud) provided with the
station to protect the exposed
cable where it enters the
station. Four self tapping
screws are provided.

5) Run the cable
underground, in a trench or
tunnel, to the location of the

CABLE HOOK

PROTECTIVE SHROUD

SUPPLY CABLE

CABLE CONNECTOR

CONDUIT

Power at the station must not drop below 10% of nameplate

voltage. Maximum Recommended Length:

120 Volt 60’ (min. voltage at pump — 108V)
240 Volt 150’ (min. voltage at pump — 216V)
Consult factory for longer lengths

TYPICAL SUPPLY CABLE
CONFIGURATION

alarm panel. Leave a 6-12 inch
loop of cable at each end to
allow for shifting and settling.
Connections made at the panel
are shown in the panel wiring
diagram (Fig. 2a and 2b).

9. DEBRIS REMOVAL.: Prior
to start-up test procedure, the
core must be removed and the
incoming sewer line flushed to
force all miscellaneous debris
into the tank. Next, all liquid and
debris must be removed. Once
tank is clean, re-install the
pump and proceed with the
test.

10. TEST PROCEDURE:
When the system is complete
and ready for use, the following
steps should be taken to verify
proper installation and
operation:

a) Make sure that the
discharge shutoff valve is fully
open. This valve must not be
closed when the pump is
operating. In some installations
there may be a valve, or valves,
at the street main that must
also be open.

For model DHO71:

b) Turn on the alarm power
circuit breaker.

c¢) Fill tank with water until the
alarm turns on. Shut off water.
Proceed to Step D.

For model DRO71:

b) Fill tank with 50 gallons of
water.

¢) Turn on pump power and
alarm circuit breakers; the
pump and alarms should turn
on immediately. Monitor the
pump to ensure the alarms and
pump turn off. Proceed to Step
D.

d) Turn ON pump power
circuit breaker; the pump
should turn on immediately.
Within one minute the alarm
will turn off. Within three
minutes the pump will turn off.
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Field Joint Assembly Instructions

IT IS EXTREMELY IMPORTANT THAT THE JOINT IS SEALED PROPERLY BEFORE
BACKFILLING. EXCAVATING AUNIT FOR REPAIR IS VERY EXPENSIVE AND CAN BE EASILY
AVOIDED BY USING PROPER CAUTION DURING THE FOLLOWING PROCEDURE.

Parts included in Field Joint
Kit: Identify all parts before
proceeding with installation.

(16) 3/8-16 X 1-1/2 long screws
(16) 3/8-16 Elastic Stop Nuts
(32) Flat Washers

(1) Length Sealant (Sika) Tape
(1) Hole Punch

(1) Vent Pipe Extension

1) Carefully clean and dry
both accessway flanges with
solvent. IMPORTANT:
Sealing surfaces must be dry
to ensure the sealant
adheres correctly.

2) Starting at one hole of tank
flange, apply two layers of Sika
Tape around the inside half of
the flange. Align the outside
edge of the tape with the bolt
circle. Move to the adjacent
hole and apply one layer of Sika
Tape around the outside of the
flange. Align inside of tape with
the bolt circle. Remove the
backing paper as you lay the
adhesive on the flange. Do not
stretch Sika tape during
application, it may resultin a
leak. The tape should overlap
at the end by approximately 1/2
inch, as shown in Fig. 5a. If a
section of Sika Tape is
misapplied, the bad section
may be cut out and replaced.
Cut away the poorly laid portion
cleanly with a knife and be sure
to over lap the tape at each end
about 1/2 inch.

3) Using the tool provided,
punch a hole through the tape
at each of the 16 existing bolt
holes in the flange. Be careful
to keep the exposed sealant

8

clean and dry.

4) Insert three of the sixteen
3/8-16 x 1-1/2" long bolts, with
a flat washer, into the flange
attached to the upper part of
the accessway. These will act
as guides while aligning the bolt
pattern of the two flanges.

5) Support the upper
accessway section a few
inches over the tank with the
green stripes on each lined up.
Once aligned, lower the upper
section onto the mating flange
using the three bolts to guide it
to the proper position. See Fig.
5b.

6) Insert the remaining 13
bolts with flat washers into the
flanges. Place a flat washer
and elastic stop nut on the end
of each bolt, turning the nut on
just enough to hold the washer
in place.

7) Tighten up the bolts until
the sealant begins to squeeze
out from between the flanges.
To ensure a consistent, sturdy
seal tighten them in the
following sequence: 1, 9; 5, 13;
3,11;7,15;2,10; 4, 12; 6, 14;
8, 16. Always be sure to tighten

Figure 5a

BEGIN 1/2" BEFORE HOLE (TYP)

2 LAYERS
INSIDE BOLT CIRCLE

1 LAYE]

R
OUTSIDE BOLT CIRCLE

one bolt and then the bolt at the
position 180° from it, see figure
1 for position numbers.

8) Using the same sequence
as in step 7 tighten each bolt to
60 in-lbs. Visually inspect the
joint, each bolt and each nut
should have a flat washer
between it and the flange, and a
uniform amount of sealant
should be protruding from the
seam along the entire
perimeter.

In the event that there are
any voids in the sealant, the
joint may leak. Take
corrective actions if
necessary and be sure that
the joint is leak free before
continuing.

9) Install the vent pipe
extension piece which was
shipped inside the upper piece
of the accessway. Push the
extension pipe into the bell
mouth fitting on the pipe
installed in the wet well tank.
Be sure the pipe is seated
correctly. Slide the top end of
the extension pipe into the
receptacle on the bottom of the
lid.

Figure 5b

VENT PIPE
EXTENSION

3/8 STAINLESS
STEEL HARDWARE
-FIELD ASSEMBLE-

S |

SIKA TAPE

BELL_MOUTH
FITTING








































<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


